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Flexible connection

LJ/PG                 p. 190     

Damper for 
rectangular ducts

SSK               p. 180      Main switch            

Main switch

p. 164      

0-10V speed controller

p. 128MTP010

Features 

 500 mm to 1000 mm edge length;
3/h;

Power supply

Temperature 
range C

Sizes

Construction

Installation 

Speed control 
options

Flange-adapter

PR            p. 191      

Rectangular 
duct silencer

SKS                 p. 173   

Edge length

KUB  50

Accessories



     Type Dimensions [mm]

005162OKE 553-05 BUK
076523OKE 004-76 BUK

KUB 67-500 EKO 076214
KUB 80-500 EKO 008014
KUB 80-560 EKO 008164
KUB 80-630 EKO 008215
KUB 100-630 EKO 0001015

     Type Accessories
MTP
010

Stouch S-RCO2-F2 
S-KCO2

S-RFF-U-
D-F2

S-KFF-U

LJ/PG
SSK

SKS Main switch PR

KUB 50-355 EKO + + + + 420x420 460x460 BWS316 Y TPN 420x420-355
KUB 67-400 EKO + + + + 590x590 630x630 BWS316 Y TPN 590x590-400
KUB 67-500 EKO + + + + 590x590 630x630 BWS316 Y TPN 590x590-450
KUB 80-500 EKO + + + + 720x720 760x760 BWS316 Y TPN 590x590-500
KUB 80-560 EKO + + + + 720x720 760x760 BWS316 Y TPN 695x695-560
KUB 80-630 EKO + + + + 720x720 760x760 BWS316 Y TPN 695x695-630
KUB 100-630 EKO + + + + 920x920 960x960 BWS316 Y TPN 920x920-710

Controller

Stouch p. 130

Humidity sensorCO2 sensor Humidity sensor CO2 sensor 

S-RFF-U-D-F2                  p. 163S-RCO2-F2                  p. 162      S-KFF-U                  p. 163 S-KCO2                     p. 162     
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50-355 67-400 67-500 80-500 80-560 80-630 100-630

Power consumption [kW] 0,415 0,790 1,275 1,240 1,590 3,000 2,935
Current [A] 1,95 3,55 2,04 1,96 2,49 4,55 4,51
Speed [min-1] 2010 1700 1400 1400 1230 1230 1230

[m3 3000 5220 8070 8370 10740 15000 15900

Weight [kg] 28 50 51 75 87 73 116
2.oN2.oN2.oN2.oN2.oN2.oN 1.oNmargaid gniriW

Protection class: motor IP-54 IP-54 IP-54 IP-54 IP-54 IP-54 IP-54
termal box IP-55 IP-55 IP-55 IP-55 IP-55 IP-55 IP-55
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KUB 50-355 EKO

KUB 67-400 EKO

KUB 67-500 EKO

KUB 80-500 EKO

KUB 80-560 EKO

KUB 80-630 EKO

KUB 100-630 EKO

Performance
Power consumption

Centrifugal discharge 

80-560 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 80 68 72 73 73 72 69 67
Outlet 82 67 73 77 75 74 70 67
Surrounding 68 56 62 62 60 59 56 54
Measured at 8566 m 3

80-630 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 83 69 78 76 77 75 71 67
Outlet 85 68 76 81 79 78 73 71
Surrounding 73 58 67 67 66 64 59 57
Measured at 11073 m 3

100-630 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 85 69 79 78 77 76 74 73
Outlet 87 68 77 82 80 79 75 76
Surrounding 76 60 69 71 69 67 64 60
Measured at 13359 m 3

50-355 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 69 50 59 65 62 61 57 53
Outlet 73 51 62 68 69 66 61 55
Surrounding 56 38 47 51 50 47 42 39
Measured at 2366 m 3

67-400 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 72 59 62 68 65 62 63 61
Outlet 76 58 64 70 73 68 64 60
Surrounding 60 45 51 56 54 49 47 45
Measured at 4264 m 3

67-500 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 76 64 69 71 67 67 65 64
Outlet 80 61 72 75 75 71 67 65
Surrounding 62 48 57 57 55 52 50 49
Measured at 6138 m 3

80-500 Lwa total, 
dB(A)

LWA, dB(A)

Inlet 79 67 72 74 70 69 67 65
Outlet 83 69 74 78 76 74 72 67
Surrounding 66 54 59 61 59 55 54 50
Measured at 6907 m 3

The fan characteristic curves were determined in accordance with EN ISO 5801. The sound levels were determined in accordance with DIN 45635 resp. ISO 3744 at a distance of 1 m from the fan.
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